HEGLULAK UKT CHEMILAL

. Materia_l Safety Data Sheet QUICK IDENTIFIER

Common Name: (used on ltabel and list)

May be used to comply with OSHA's Hazard Communication Standard,
29CFR 1910. 1200. Standard must be consulted for specific requirements.

7 SECTION I -
T . Manufacturer's
& Name AMEREX CORPORATION
-Addresa . Emergency
P. 0. Box 81 Telephone No. 205 /655-3271
City, State, and ZIP Other .
M Information
TRUSSVILLE, AL  35173-0081 als 205/655-3271
Signature of Person Dute
Responaible for Preparation {Optional) 0. H. E1lison Prepared November 1985
" SECTION 2 - HAZARDOUS INGREDIENTS/IDENTITY
Hazardous Component(s) (chemical & common name(s)) OSHA ACGIH .  Other Exposure % CAS
PEL TLV Limits {optional) NO.

None reported to us by any suppliers of chemical ingredients {ncluded 1n this produst,

SECTION 3 - PHYSICAL & CHEMICAL CHARACTERISTICS

Boiling Specific Vapor
. Point K.A. Groavity (H, Q=11 p_gQ Pressure imm Hgl N _A.
Vapor
Density (Atr=1) - N A,
Solubility Reactivity in
in Water A Water N.A,
a*Appesarance Melting
m%dor N.A. Point N.A.
SECTION 4 — FIRE & EXPLOSION DATA
Flash Method Fiammable Limits LEL UEL
Paint N A, F. C. Used N_A. in Air % by Volume Lower y A Upper N _A.

Auto-Ignition Extinguisher
Temperature N.A. Media N_A.

Special Fire .
Fighting Procedures 4 » ¢ material is a fire fighting agent.

Unusual Fire and
Explosion Hazards N.A.




